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APPLICATION OF INSULATION HANGERS

1. WIPE SURFACE CLEAN.
Anchor must be applied to a clean, dry, non-
painted surface.

2. APPLY ADHESIVE TO ONE ANCHOR
AT A TIME
Spread Anchor Adhesive onto the perforated
base with a putty knife.

3. IMMEDIATELY STICK ANCHOR IN PLACE.
Press anchor into position with a twisting
motion to assure an even spread of adhesive.
The adhesive should protrude through the
perforations & beyond the edges of the base.

4. INSTALL INSULATION.
NOTE: ALLOW ADHESIVE TO DRY THOROUGHLY
before hanging insulation, usually 24-72 hours.
Drying times vary with temperature and with
adhesive formula in use.

5. SECURE WITH WASHER.
Secure insulation in place with a self locking
washer and then bend over or clip off the nail.

LAYOUT: MIDWEST RECOMMENDS INSTALLATION OF HANGERS
ON 12-INCH CENTERS OR 1 (ONE) PER SQ. FOOT.

HINT: EXPECT 700-800 ANCHORS PER GALLON OF
ADHESIVE.

UNDER HOT AND/OR HUMID CONDITIONS, ALLOW
EXTRA DRYING TIME (CURE) BEFORE INSTALLING
INSULATION.

USE OF ANCHOR 1/2" LONGER THAN INSULATION
THICKNESS IMPROVES APPLICATION FOR MANY
USERS.

Dayton, Ohio
TOLL FREE 1-800-852-8352
www.midwestfasteners.com

Dayton, Ohio
TOLL FREE 1-800-852-8352
www.midwestfasteners.com

HINT: SOME USERS PREFER NYLON WIRE TIES FOR STEP 6
(WHERE APPLICATIONS PERMIT).

“QUILTING PINS” ARE ALSO AVAILABLE FOR THE OFF-
SEAM AREAS OF REMOVABLE PADS  & COVERS, AS
WELL AS SLIM-STYLE, NARROW WIDTH ANCHORS.

APPLICATION OF LACING ANCHORS

1. PREPARE INSULATION COVER OR PAD 2. PRESS LACING-ANCHOR THROUGH
TO BE FABRICATED. BLANKET.

3. SECURE LACING-ANCHOR WITH SELF 4. BEND OR CLIP-OFF NAIL.
LOCKING WASHER.

5. INSTALL REMOVABLE FABRICATION. 6. SECURE COVER BY LACING
THROUGH HOOKS WITH LACING WIRE.
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IMPORTANT NOTICE TO PURCHASER

All statements, technical information and recommendations contained herein are based
on facts we believe to be reliable, but the accuracy or completeness thereof is not
guaranteed, and the following is made in lieu of all warranties, express or implied.

Seller’s and manufacturer’s only obligation shall be to replace such quantity of the
product proved to be defective. Neither seller nor manufacturer shall be liable for any
injury, loss or damage, direct or consequential, arising out of the use of or the inability
to use the product.

Before using, user shall determine the suitability of the product for his intended use and
user assumes all risk and liability whatsoever in connection therewith.

No statement or recommendation not contained herein shall have any force or effect
unless in an agreement signed by officers of seller and manufacturer.

GUIDELINES FOR SELF-STICK ANCHORS

1. Must be applied to a clean, non-porous surface, that is free of all oil, film, dust,
rust, etc.

2. Not generally recommended on painted surfaces, drywall, nor ceilings of metal
buildings.

3. Best results are obtained when ambient temperature is above 40 degrees F. at time
of application.

4. Temperature range for the foam tape is from -20 degrees to +180 degrees F.

5. Loading should not exceed 3 lbs. per anchor (.75 lb./sq. inch).

6. Base must be applied with firm pressure. Do not twist during application. Do not
remove release (backing) paper until ready to use.

7. Insulation may be applied immediately after bond is made.

APPLICATION OF SELF-STICK ANCHORS

1. WIPE SURFACE CLEAN.
Anchor should be applied to a clean, dry non-
porous surface.

2. PEEL OFF RELEASE BACKING.
NOTE: Double faced foam tape has a one-year
active shelf life.

3. STICK ANCHOR IN PLACE.
Select location before contact with surface.
Press firmly.

4. APPLY FIRM PRESSURE.
20 pounds of pressure should be applied all
around the base of the anchor.

5. ALLOW TO STAND 15-20 MINUTES.
This will permit better adhesion to take place.

6. INSTALL INSULATION AND SECURE
WITH WASHER.
Recommended load is 3 lbs. per anchor
(.75 lbs./sq. inch maximum).

HINT: USE ANCHORS 1/2" LONGER THAN INSULATION
THICKNESS TO IMPROVE INSTALLATION.

DO NOT “TWIST” ANCHOR DURING APPLICATION.

ASSURE APPLICATION TO A CLEAN, DRY, NON-
POROUS SURFACE, OBSERVING ALL TEMPERATURE
REQUIREMENTS OF THIS TYPE ANCHOR.

Dayton, Ohio
TOLL FREE 1-800-852-8352
www.midwestfasteners.com
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GUIDE TO
INSULATION FASTENING
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e-mail: sales@midwestfasteners.com
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